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IEMCA division of  IGMI S.p.A.
48018 Faenza (RA) Italia - Via Granarolo, 167
Tel. ++39.0546.698000  Fax ++ 39.0546.46338
iemca@igmi.it   www.iemca.com

BRAZIL
BUCCI INDUSTRIES BRASIL LTDA.
RUA DR. AUGUSTO DE MIRANDA, 910 - POMPEIA, 05026-00 - SAO PAULO - SP - BRASIL
Phone +55 11 3801 3763  Fax +55 11 3801 3563   contato@buccibrasil.com.br  www.buccibrasil.com.br 

FRANCE
BUCCI INDUSTRIES FRANCE
145  RUE LOUIS ARMAND - ZI DES GRANDS PRES - F - 74300 CLUSES
Phone ++33 450 896960  Fax ++33 450 896135  iemca@iemca.fr   www.iemca.fr

GERMANY
IEMCA-GIULIANI GmbH
MOTORSTRASSE 4 - D - 70499 STUTTGART
Phone ++49 711 139991-0  Fax ++49 711 139991-25   info@iggmbh.de

JAPAN
IEMCA division of IGM Nippon K.K.
321-1-967, KASHIWAGAYA  EBINA-SHI, KANAGAWA, JAPAN
Zip code 243-0402  Phone ++81 462 36 3613  Fax  ++81 462 36 3614   h.murakami@igmnippon.co.jp

PRC
BI-TECH Co.Ltd. - China 
WU FANG ROAD, WU JIANG CITY - JIANGSU PROVINCE - PRC
Tel. +86 512 8155 6988  Fax +86 512 8155 6986  bi-tech@bi-tech.com

TAIWAN

NO. 301-1, DONGSING RD.,  DALI CITY, TAICHUNG COUNTY, 412, TAIWAN, R.O.C.
Tel  +886-4-2406-6970  Fax +886-4-2406-6943   gimco@gimco.com.tw   www.gimco.com.tw

USA
BUCCI INDUSTRIES USA Inc.
9332  FORSYTH PARK DRIVE CHARLOTTE NC 28273 USA
Phone ++1 704 602 2145  Fax    ++1 704 319 3168   info@bucci-industries.us  www.iemca.us

Stangendurchmesser	 Ø 3-20 mm (1/8”-25/32”)	 3-17 mm (1/8”-21/32”)

Magazinkapazität	 180 mm (180 Stangen Ø 10 mm)                       

Stangenwechselzei	 27 sek. (Stangenlänge 3.200 mm) (mod. 32)      

Vorschubgeschwindigkeit (max)	 1.000 mm/sek.			                

Rücklaufgeschwindigkeit (max)	 1.600 mm/sek.			                

Betriebsspannung	 230/400 V                                                            

Installierte Gesamtleistung	 1,6 KW                                                               

Druckluft	 6 bar                                                                  

Bar diameter	 Ø 3-20 mm (1/8”-25/32”)	 3-17 mm (1/8”-21/32”)

Magazine capacity	 180 mm (180 bars Ø 10 mm)                             

Bar change time	 27 sec. (for 3.200 mm bars) (mod. 32)               

Feed speed (max)	 1.000 mm/sec.			                

Return speed (max)	 1.600 mm/sec.			                

Operating voltage	 230/400 Volt                                                         

Total power required	 1,6 KW                                                                

Compressed air	 6 bar                                                                   
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